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DHCP Configuration for Mac OS X 

 
Dynamic Host Configuration Protocol, or DHCP, is important if you want to use a personal Mac 
OS X computer on campus. By going through this process, you will be able to obtain an Internet 
Protocol (IP) address for your computer for locations on campus where you wish to be able to 

connect to the internet. After completing these steps, you will be able to go to different 
locations on campus and connect instantly to the correct internet settings for each location. 

 
You will need your myNMSU user name and password to connect and register for DHCP. If you 

do not have a myNMSU account, go to https://my.nmsu.edu/ to sign up. 
 

To obtain an IP address for your computer you will have to modify the IP settings and register 
your computer for DHCP. 

 
Modifying IP Settings 

 
1. Go to the Apple Menu on the upper left hand corner of the screen and click on System 

Preferences in the drop down menu. 

 

 
 

 

 

 

 

 
2. Click on the Network icon. 
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3. The next window should be the Network window. In the Location bar on the top of the 

window, select Automatic from the drop down menu. Next, select Ethernet from the 

left-hand menu and click the !ŘǾŀƴŎŜŘΧ button. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. The next window will be the Ethernet window. In this window, select the TCP/IP tab. In 

the box labeled Configure IPv4, select Using DHCP from the drop down menu. In the 

box labeled Configure IPv6, select Automatically. Now click OK. 
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5. Once you have closed the Ethernet window, return to the Network window and select 

Air Port. Now click the AdvancedΧ ōǳǘǘƻƴΦ  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

6. The next window will be the Air Port window. In this window, select the TCP/IP tab. In 

the Configure IPv4 box, select Using DHCP from the menu. In the Configure IPv6 box, 

select Automatically. Now click OK.   

 

 

 

 

 

 

 

 

 

 

 

 

 


